
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Features 

Ergonomic twist lock connection. 

New and improved “Easy Grip Barrel.” 

Available in 50+ different styles. 

Interconnects with other twist lock couplings. 

Benefits 

  Ideal luer fitting replacement. 

  Easy to use. 

  Readily available. 

  Reverse field compatible. 

10AC & 10PP SERIES COUPLINGS 
                               FOR 1/16” FLOW COUPLINGS 
 
Audible “Click” Ensures a Secure Connection 

The new 10 Series Couplings offer the ideal replacement for a luer fitting. These couplings are LinkTech’s smallest 

connectors yet. The new twist lock couplings come equipped with a new and improved “Easy Grip Barrel” that provides 

an ergonomic handle with a non-slip more secure grip and reliable connection every time. 

The LinkTech interchangeable quick couplings are particularly well suited for use on medical applications such as blood 

pressure cuffs. This standard product range offers 50+ new styles, which includes in-line and panel mount hose barb 

configurations in both white and black color Acetal (POM) as well as almond colored medical grade Polypropylene.  

PERFORMANCE RATINGS: 

 Operating Pressure: Vacuum to 100psi; (6.9 bar) 

 Temperature: -40°F to 180°F; (40°C to 82°C) 

Data Sheet 

 

10AC Materials & Construction 10PP Materials & Construction 

Bodies & Terminations: Acetal (POM) Bodies & Terminations: Medical Grade Polypropylene 

Internal Valves: Acetal (POM) Internal Valves: Medical Grade Polypropylene 

Internal Valve Springs: 316 Stainless Steel Internal Valve Springs: 316 Stainless Steel 

O-rings: FDA & NSF Listed Grade Buna-N (others available) O-rings: Peroxide-cured EPDM (others available) 

Lock Sleeve: Acetal (POM) Lock Sleeve: Acetal (POM) 

 



 
 

 
 
                    
   
 
 
 
 
 
 
         

10AC IN-LINE HOSE BARB 

Non-Valved Valved 

10AC-S2-01 10ACV-SB2-01 

10AC-S2-01BLK 10ACV-SB2-01BLK 

10AC-S2-02 10ACV-SB2-02 

10AC-S2-02BLK 10ACV-SB2-02BLK 

  
10AC PANEL MOUNT HOSE BARB 

Non-Valved Valved 

10AC-S3-01 10ACV-SB3-01 

10AC-S3-01BLK 10ACV-SB3-01BLK 

10AC-S3-02 10ACV-SB3-02 

10AC-S3-02BLK 10ACV-SB3-02BLK 

  
10AC IN-LINE HOSE BARB, NO SLEEVE 

Non-Valved Valved 

10AC-S2-01NS 10ACV-SB2-01NS 

10AC-S2-01NSBLK 10ACV-SB2-01NSBLK 

10AC-S2-02NS 10ACV-SB2-02NS 

10AC-S2-02NSBLK 10ACV-SB2-02NSBLK 

  
10PP IN-LINE HOSE BARB 

Non-Valved 

10PP-S2-01 

10PP-S2-02 

  

10PP PANEL MOUNT HOSE BARB 

Non-Valved 

10PP-S3-01 

10PP-S3-02 

  

10PP IN-LINE HOSE BARB, NO SLEEVE 

Non-Valved 

10PP-S2-01NS 

10PP-S2-02NS 

  

10AC IN-LINE HOSE BARB 

Non-Valved 

10AC2-01 

10AC2-01BLK 

10AC2-02 

10AC2-02BLK 

10AC IN-LINE HOSE BARB 

Non-Valved 

10AC-PB2-01 

10AC-PB2-01BLK 

10AC-PB2-02 

10AC-PB2-02BLK 

 
10AC PANEL MOUNT HOSE BARB 

 Non-Valved 

10AC-PB3-01 

10AC-PB3-01BLK 

10AC-PB3-02 

10AC-PB3-02BLK 

 
10AC IN-LINE HOSE BARB, NO SLEEVE 

Non-Valved 

10AC-PB2-01NS 

10AC-PB2-01NSBLK 

10AC-PB2-02NS 

10AC-PB2-02NSBLK 

 
10PP IN-LINE HOSE BARB 

Non-Valved 

10PP-PE2-01 

10PP-PE2-02 

 

10PP PANEL MOUNT HOSE BARB 

Non-Valved 

10PP-PE3-01 

10PP-PE3-02 

 

10PP IN-LINE HOSE BARB, NO SLEEVE 

Non-Valved 

10PP-PE2-01NS 

10PP-PE2-02NS 

 

10PP IN-LINE HOSE BARB 

 Non-Valved 

10PP2-01 

10PP2-02 

Audible “Click” Ensures a Secure Connection 

 
Audible “Click” Ensures a Secure Connection 

 
10AC IN-LINE HOSE 

BARB 

Non-Valved 

10AC-PB2-01 

10AC-PB2-01BLK 

10AC-PB2-02 

10AC-PB2-02BLK 

 

10AC PANEL MOUNT                                                       
HOSE BARB 

Non-Valved 

10AC-PB3-01 

10AC-PB3-01BLK 

10AC-PB3-02 

10AC-PB3-02BLK 

 
10AC IN-LINE HOSE 
BARB, NO SLEEVE 

Non-Valved 

10AC-PB2-01NS 

10AC-PB2-01NSBLK 

10AC-PB2-02NS 

10AC-PB2-02NSBLK 

 
10PP IN-LINE HOSE 

BARB 

Non-Valved 

10PP-PE2-01 

10PP-PE2-02 

 
10PP PANEL MOUNT                                                        

HOSE BARB 

Non-Valved 

10PP-PE3-01 

10PP-PE3-02 

 
10PP IN-LINE HOSE 
BARB, NO SLEEVE 

Non-Valved 

10PP-PE2-01NS 

10PP-PE2-02NS 

 
10PP IN-LINE HOSE 

Data Sheet 
 

10AC IN-LINE HOSE BARB 

Non-Valved Valved 

10AC-S2-01 10ACV-SB2-01 

10AC-S2-01BLK 10ACV-SB2-01BLK 

10AC-S2-02 10ACV-SB2-02 

10AC-S2-02BLK 10ACV-SB2-02BLK 

  
10AC PANEL MOUNT HOSE BARB 

Non-Valved Valved 

10AC-S3-01 10ACV-SB3-01 

10AC-S3-01BLK 10ACV-SB3-01BLK 

10AC-S3-02 10ACV-SB3-02 

10AC-S3-02BLK 10ACV-SB3-02BLK 

  
10AC IN-LINE HOSE BARB, NO SLEEVE 

Non-Valved Valved 

10AC-S2-01NS 10ACV-SB2-01NS 

10AC-S2-01NSBLK 10ACV-SB2-01NSBLK 

10AC-S2-02NS 10ACV-SB2-02NS 

10AC-S2-02NSBLK 10ACV-SB2-02NSBLK 

 Data Sheet 

10AC & 10PP SERIES COUPLINGS 
                               FOR 1/16” FLOW COUPLINGS 
 

*BLK denotes part 
available in Black. 


